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FITTING INSTRUCTIONS FOR IAS0003BK 
FOR TRIUMPH SPEED TRIPLE 2011 FITTED WITH ARROWS EXHAUST 

 
 
 
 
 
 
 
 
 
 
 
 
 
                   
 

 
 

THIS KIT CONTAINS THE ITEMS PICTURED BELOW. 
DO NOT PROCEED UNTIL YOU ARE SURE ALL PARTS ARE PRESENT. 

 
Please note that the way the kit is packed does not necessarily represent the way of 

mounting to the bike 
 
Please note that in cases where kits are packed with rubber washers holding the components onto 

the bolt – the rubber washers should be thrown away! 
 

THE PARTS SHOWN MAY BE REPRESENTATIVE ONLY (FOR CLARITY OF INSTRUCTIONS ONLY) 
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TOOLS REQUIRED 

 
• Metric Allen keys 4mm A/F 

 
PLEASE NOTE CAN ONLY BE FITTED IF R&G PRODUCT LP0099BK IS FITTED 

 
 
LEGEND 
ITEM 1 = M6x6mm  LONG BUTTON HEADS BLACK (x4). 
ITEM 2 = MP0009 MOUNTING PLATE R-H-S .         
ITEM 3 = MP0008 MOUNTING PLATE L-H-S .         
ITEM 4 = M6x6mm  LONG BUTTON HEADS BLACK (x2). 
 
                                                   

FITTING INSTRUCTIONS 
• REMOVE THE LICENCE PLATE BRACKET FROM BIKE IF ALREADY FITTED. 
• DISCONNECT WIRING PLUG SOCKETS FOR LICENCE PLATE ILLUMINATOR. 
• REMOVE THE RIGHT AND LEFT HAND INDICATOR BRACKETS (TB0099 PART 3 AND 

TB0099 PART 4) FROM LICENCE PLATE BRACKET. 
• REMOVE INDICATORS FROM INDICATOR BRACKETS. 
• FIT INDICATORS TO MOUNTING PLATES USING THE LONGER BUTTON HEAD BOLTS 

FROM KIT. 
• USING THE SHORTER BUTTON HEAD BOLTS FROM KIT, ATTACH THE INDICATOR 

ADAPTORS TO MAIN BODY OF LP0099BK (TB0099 PART 1). 
• OFFER UP TO MOTORCYCLE AND RECONNECT WIRING PLUG SOCKETS. 
• SECURE LICENCE PLATE BRAKET AS ORIGINAL. 
• REFIT SEAT. 
• DEPENDING ON LOCAL LAWS, ATTACH ENCLOSED RED REFLECTOR IN AN 

APPROPIATE LOCATION. 
• TEST THE INDICATORS (TURN SIGNALS), LICENCE PLATE ILLUMINATOR AND ALL 

LIGHTS BEFORE RIDING. 
• IMPORTANT: IF FITTING A FULL-SIZE LICENCE PLATE AND PLACING IT FAR 

DOWN ON THE LICENCE PLATE HANGER, THERE IS A SMALL CHANCE OF THE 
LICENCE PLATE HITTING THE BACK WHEEL UNDER HEAVY LOAD AND OVER 
LARGE BUMPS IN THE ROAD.  IT IS YOUR RESPONSIBILITY TO CHECK FOR 
THIS POSSIBILITY AND TAKE AVOIDING ACTION.  FAILURE TO CHECK THIS 
COULD RESULT IN SERIOUS INJURY. 

IF LP0099BK IS NOT ALREADY FITTED TO THE MOTORCYCLE PLEASE 
FOLLOW THE INSTRUCTIONS FROM LP0099BK BUT REPLACE PARTS TB0099 
PART 3 AND TB0099 PART 4 WITH MP0008 AND MP0009 
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CONSUMER NOTICE 

The catalogue description and any exhibition of samples are only broad indications of the Products and R&G may make design 
changes which do not diminish their performance or visual appeal and supplying them in such state shall conform to the order. The 
Buyer acknowledges no representation or warranty (other than as to title) has been given or will apply to the Products other than those 
in R&G’s order or confirmation and the Buyer confirms it has chosen the Products as being of merchantable quality and suitable for 
its particular purposes. Where R&G fits the Products or undertakes other services it shall exercise reasonable skill and care and rectify 
any fault free of charge unless the workmanship has been disturbed.  The Buyer is responsible for ensuring that the warranty on the 
motorcycle is not affected by the fitting of the Products. On return of any defective Products R&G shall at its option either supply a 
replacement or refund the purchase money but shall not be liable if the Products have been modified or used or maintained otherwise 
than in accordance with R&G’s or manufacturer’s instructions and good engineering practice or if the defect arises from accident or 
neglect. Other than identified above and subject to R&G not limiting its liability for causing death and personal injury, it shall not be 
liable for indirect or consequential loss and otherwise its liability shall be limited to the amounts paid by the Buyer for the Products or 
the fitting or service concerned. These terms do not affect the Buyer’s statutory rights. 
 
 

R&G RACING RETURNS POLICY (NON-FAULTY GOODS) 
Returns must be pre-authorised (if not pre-authorised the return will be rejected). Goods may only be returned direct to us if they were 
purchased direct from us (customer must prove if necessary).  Otherwise to be returned to original vendor. Goods must be in re-
sellable condition, in the opinion of R&G Racing. All returns are subject to a 25% restocking and handling fee (25% of the gross value 
exc. P&P – at the prevailing price at time of purchase). The customer must pay any and all carriage charges. No returns of 
discontinued products, unless within 14 days of purchase. This policy does not affect your statutory rights and does not refer to faulty 
goods. 
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FRANCE 
 INSTRUCTIONS DE MONTAGE  IAS0003BK 

TRIUMPH SPEED TRIPLE 2011  
 

  
                  VERIFIER QUE TOUTES LES PIECES PRESENTEES SUR LA PHOTO 

PRINCIPALE SOIT PRESENTES DANS LE KIT DE MONTAGE.  
LIRE TOUTE LA NOTICE AVANT DE COMMENCER LE MONTAGE. 

 
OUTILS NECESSAIRES 

 
• Jeu de clef allen de 4 mm 

 
A NOTER QUE CE PRODUIT NE PEUT ÊTRE MONTE QUE SUR LE SUPPORT DE PLAQUE 

R&G LP0099 
 
LEGENDE 
Art 1 = Vis M6x6mm (x4). 
Art 2 = Plaque MP0009 côté droit.         
Art 3 = Plaque MP0008 côté gauche.         
Art 4 = Vis M6x6mm (x2). 
 
                                                   

INSTRUCTIONS  DE MONTAGE 
• Démontez le support de plaque de la moto. 
• Déconnectez les prises électriques de la lumière de plaque.  
• Enlevez les supports de clignotants droit et gauche du support R&G (pièces N°3 et 4 TB0099) 
• Enlevez les clignotants du support 
• Positionnez les clignotants sur les plaques de déport. Utilisez les vis les plus longues pour fixer les 

clignotants.   
• Fixez ensuite les plaques de déport sur le support R&G. Utilisez les vis les plus courtes. 
• Reconnectez les prises électriques (testez le bon fonctionnement des clignotants et de l’éclairage 

de plaque) ensuite repositionnez le support sur la moto. 
• Refixez le support comme indiqué dans la notice de montage du support LP0099. 
• Replacez la selle. 
• IMPORTANT: Veiller à toujours placer la plaque d’immatriculation le plus haut possible sur le 

support, ceci pour éviter tout contact entre la plaque et le pneu. 
• Si le support R&G lp0099, n’est pas encore positionné sur la moto, merci de suivre les instructions 

de montage. Mais remplacez les pièces N°3 et 4 TB0099 par les pièces livrées dans ce kit.  
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