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FITTING INSTRUCTIONS FOR SW0001 SPINDLE WRAP 

YAMAHA T-MAX 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
THIS KIT CONTAINS THE ITEMS PICTURED AND LABELLED BELOW. 

DO NOT PROCEED UNTIL YOU ARE SURE ALL PARTS ARE PRESENT. 

 

Please note that the way the kit is packed does not necessarily represent the way of 

mounting to the bike 

 

THE PARTS SHOWN MAY BE REPRESENTATIVE ONLY (FOR CLARITY OF INSTRUCTIONS ONLY) 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

LEGEND 
ITEM 1 = SPINDLE WRAP (S0362) (x1).  

ITEM 2 = M4x4mm LONG STAINLESS GRUB SCREWS WASHERS (x2). 

ITEM 3 = URBAN BUBBLE STICKER (RGS0012) (x2). 
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Please note that in cases where kits are packed with rubber washers holding the components onto 

the bolt – the rubber washers should be thrown away! 
 

TOOLS REQUIRED 
 SOCKET SET TO INCLUDE 12mm AND 19MM A/F SOCKETS. 

 2mm A/F ALLEN KEY. 

 PH3 DRIVER (PHILLIPS). 

 TORQUE WRENCH. 

                           

      

 

FITTING INSTRUCTIONS 

 REMOVE COVER BY REMOVING THE TWO BOLTS SHOWN IN PICTURE ONE. 

 UNDO AND REMOVE REAR SPINDLE NUT AND WASHER SHOWN IN PICTURE 

TWO. 

 UNCLAMP SPINDLE CLAMP BOLT SHOWN IN PICTURE THREE. 

 REMOVE REAR SPINDLE AS SHOWN IN PICTURE FOUR. 

 REMOVE SPINDLE DUST COVER AND SPACER AS SHOWN IN PICTURES FOUR 

AND FIVE. 

 PLACE SPINDLE DUST COVER AND SPACER INTO SPINDLE WRAP AS SHOWN IN 

PICTURE SIX (PUSH IN UNTIL FLUSH WITH FACE OF THE SPINDLE WRAP). 

 OFFER THE ASSEMBLY UP TO REAR SPINDLE AND FEED SPINDLE BAR 

THROUGH SPINDLE AS ORIGINAL. 

 POSITION SPINDLE WRAP SLIGHLY AWAY FROM DUST COVER AND SECURE IN 

POSITION USING GRUB SCEWS PROVIDED AS SHOWN IN PICTURE EIGHT. 

 PLACE BUBBLE STICKER IN SLOT IN SPINDLE WRAP. 

 TIGHTEN REAR SPINDLE TO MANUFACTURERS RECCOMENDED TORQUE. 

 TIGHTEN SPINDLE CLAMP BOLT TO MANUFACTURERS RECOMMENDED 

TORQUE. 

 REPLACE AND TIGHTEN COVER. 
 

 

 

 

 

 

 

 

 

 

 

 

                  PICTURE ONE                                                        PICTURE TWO 

http://www.rg-racing.com/
mailto:info@rg-racing.com


 

 

 

R&G Racing 

Unit 1, Shelley’s Lane, East Worldham, Alton, Hampshire, GU34 3AQ 

Tel: +44 (0)1420 89007  Fax: +44 (0)1420 87301  www.rg-racing.com  Email: info@rg-racing.com 

 

 

 

 

 

 

 

 

 

 

 

 

       PICTURE THREE                                                       PICTURE FOUR 

 

 

 

 

 

 

 

 

 

 

 

 

 

                       PICTURE FIVE                                                PICTURE SIX 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

                        PICTURE SEVEN                           PICTURE EIGHT 
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CONSUMER NOTICE 

The catalogue description and any exhibition of samples are only broad indications of the Products and R&G may make design 

changes which do not diminish their performance or visual appeal and supplying them in such state shall conform to the order. The 

Buyer acknowledges no representation or warranty (other than as to title) has been given or will apply to the Products other than those 
in R&G’s order or confirmation and the Buyer confirms it has chosen the Products as being of merchantable quality and suitable for 

its particular purposes. Where R&G fits the Products or undertakes other services it shall exercise reasonable skill and care and rectify 

any fault free of charge unless the workmanship has been disturbed.  The Buyer is responsible for ensuring that the warranty on the 
motorcycle is not affected by the fitting of the Products. On return of any defective Products R&G shall at its option either supply a 

replacement or refund the purchase money but shall not be liable if the Products have been modified or used or maintained otherwise 

than in accordance with R&G’s or manufacturer’s instructions and good engineering practice or if the defect arises from accident or 
neglect. Other than identified above and subject to R&G not limiting its liability for causing death and personal injury, it shall not be 

liable for indirect or consequential loss and otherwise its liability shall be limited to the amounts paid by the Buyer for the Products or 

the fitting or service concerned. These terms do not affect the Buyer’s statutory rights. 
 

 

R&G RACING RETURNS POLICY (NON-FAULTY GOODS) 

Returns must be pre-authorised (if not pre-authorised the return will be rejected). Goods may only be returned direct to us if they were 

purchased direct from us (customer must prove if necessary).  Otherwise to be returned to original vendor. Goods must be in re-
sellable condition, in the opinion of R&G Racing. All returns are subject to a 25% restocking and handling fee (25% of the gross value 

exc. P&P – at the prevailing price at time of purchase). The customer must pay any and all carriage charges. No returns of 

discontinued products, unless within 14 days of purchase. This policy does not affect your statutory rights and does not refer to faulty 
goods. 
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FRANCE 

INSTRUCTIONS DE MONTAGE  

SW0001  

YAMAHA T-MAX 

 

 
Merci de noter que les pièces assemblées dans l’emballage ne sont pas nécessairement dans le sens du montage à 

réaliser sur la moto. 

 

LEGENDE 
Art 1 = Cache en aluminium (S0362) (x1).  

Art 2 = Vis en inox M4x4mm (x2). 

Art 3 = Autocollant R&G URBAN (RGS0012) (x2). 
 

 

Outils nécessaires 
 Jeu de clé  (incluant les clés de 12mm et 19mm). 

 Clé Allen de 2mm. 

 Tournevis. 

 Clé dynamométrique. 

                           

      

INSTRUCTIONS 

 Enlever le cache en retirant les 2 vis montrées en photo 1. 

 Enlever et retirer l’écrou et la rondelle de l’axe de roue arrière photo 2. 

 Desserrer la vis de serrage montrée en photo 3. 

 Enlever l’axe arrière comme montré sur la photo 4. 

 Enlever le cache poussière et l’entretoise montrés en photo 4 & 5. 

 Placer le cache poussière et l’entretoise d’origine dans la pièce R&G (voir la photo 6). 

Pousser le tout dans la pièce R&G. 

 Placer le tout sur la moto et glisser l’axe de roue comme à l’origine. 

 Positionner la protection R&G légèrement décalée par rapport au cache poussière d’origine. 

Serrer la protection sur la moto à l’aide des 2 vis (pièces #2 livrées dans le kit-voir photo 8). 

 Placer le sticker R&G sur la cache R&G (voir photo principale) 

 Serrer l’écrou sur l’axe de roue arrière, attention de respecter le couple de serrage préconisé 

par le fabriquant. 

 Replacer et fixer le cache en plastique. 
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